
CaracterísticasCaracterísticas

- Pentábrido, soporta: HDCVI, HDTVI, AHD, CVBS e IP.
- 8 Canales SMD Plus. La Detección de Movimiento Inteligente permite generar eventos de
personas o vehículos.
- Main Stream: 1er canal  1080N/720P@25IPS otros canales 1080N/720P@12IPS, 960H@25IPS
- Alimentación / Consumo: 12Vdc@2A (10W Sin HDD).
- Dimensiones y peso: 260x237.8x47.6mm (1U) / 1.04Kg (Sin HDD).
*WizSense Series: SMD Plus.
- Instalación en RACK con bandeja o sobremesa.

NOTA IMPORTANTE: Las funciones IA NO pueden ser usadas simultáneamente (SMD,
reconocimiento facial, protección perimetral...).

Productos AlternativosProductos Alternativos
XVR4104C-I-V2 
XVR4108HS-I-V2 
XVR4108C-I-V2 

https://www.ibdglobal.com/shop/product/xvr4116hs-i-v2-dvr-5en1-h265-16ch-1080n-720p-12ips-2ip-6mp-1hdmi-1hdd-

19871

XVR4116HS-I-V2XVR4116HS-I-V2
DVR 5EN1 H265 16ch 1080N/720P@12ips +2IP 6MP 1HDMI 1HDDDVR 5EN1 H265 16ch 1080N/720P@12ips +2IP 6MP 1HDMI 1HDD
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https://www.ibdglobal.com/shop/product/xvr4104c-i-v2-dvr-5en1-h265-4ch-1080n-720p-25ips-1ip-2mp-1hdmi-1hdd-ai-19505
https://www.ibdglobal.com/shop/product/xvr4108hs-i-v2-dvr-5en1-h265-8ch-1080n-720p-12ips-2ip-6mp-1hdmi-1hdd-ai-19504
https://www.ibdglobal.com/shop/product/xvr4108c-i-v2-dvr-5en1-h265-8ch-1080n-720p-12ips-2ip-6mp-1hdmi-1hdd-ai-19617
https://www.ibdglobal.com/shop/product/xvr4116hs-i-v2-dvr-5en1-h265-16ch-1080n-720p-12ips-2ip-6mp-1hdmi-1hdd-19871
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