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Certification

DEEE

Certification

IK10

-20°C to 50°C

 Key Features

Product Description
The SP range from CDVI are fail safe or fail 
secure strikes featuring from a NO/NC door 
position contact through a latch switch

The SP range offers a solution for the vast 
majority of applications required by the 
market.

The strikes have a symmetrical body that 
makes them reversible, which makes them 
suitable for left- or right-handed doors.

All strikes are fitted with a diode to protect 
against back EMF and are supplied with a 
standard faceplate (TG).

• Symmetrical and reversible electric strikes

• NO/NC position contact

• Holding force: 3 250 N

• Built-in MOV to protect from electrical 
spikes

• Adjustable radial jaw

• Fail safe or fail secure configurations

• Integrated protection against back EMF

SP range - Symmetrical strike with NO/NC 
position contact

Datasheet

https://www.cdvi.co.uk/our-products/tg/
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Product Specifications
Material: Zamak®
Mounting: Flush mounting
Lock mode: Fail secure or fail safe
Handed: Reversible
Holding force: 3 250 N
Cycles tested: Tested to 300,000 cycles
Jaw type: Adjustable
Weight: 200 g
Dimensions:
• Strike: 78 x 28.6 x 20.5 mm
• Faceplate: 158 x 25 x 3 mm

Electrical Specifications
Power input: 12/24Vac/dc (fail secure)
Consumption
• Fail safe: 200 mA @ 12Vdc 

100 mA @ 24Vdc
• Fail secure: 540 mA @ 12Vac 

630 mA @ 12Vdc

Range References
F0502000040 SPIR12 Symmetrical fail safe strike, monitored, 12Vdc
F0502000049 SPR1024 Symmetrical fail safe strike, monitored, 12/24Vac/dc, continuous current

Accessories

T290 TG
Stainless steel faceplate with 

deadbolt cut-out, 17mm
Standard stainless steel 

faceplate (supplied)
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Ce document est la propritété exclusive de CDVI, il ne peut être communiqué à des tiers sans son autorisation.
This document is the exclusive property of CDVI and it may not be disclosed to others without permission.

31, av du Gal Leclerc
93691 PANTIN CEDEX
F  R  A  N  C  E
Tel : 33(0)148910102
Fax : 33(0)148912121
www.cdvi.com
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