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Verification of Conformity  
for  

FCC DoC Procedure 
Verification No.: SZEM1709010297ITV 

This verification that the following designated product 

Product Name: IP CAMERA 

Model No.: Refer to page 2 

( Product Identification ) 

It is herewith confirmed and found to comply with the requirements set up by ANSI C63.4 & 
47 CFR PART 15 regulations for the evaluation of electromagnetic compatibility. 

Test Report Number(s): SZEM170901029701 

(47 CFR  Part 15,Subpart B:2016 ) 

This declaration is the responsibility of the applicant 
Zhejiang Dahua Vision Technology Co., Ltd. 

No.1199, Bin'an Road, Binjiang District, Hangzhou, P.R. China 

  

This is the result of test, that was carried out from the submitted type-samples of a product in conformity with the specification of the 

respective standards.  
 

 

 

 

 

 

 

 

 

 

 

 

 

This verification is only valid for the equipment and configuration described, in conjunction with the test report detailed above.  

 

.Member of the SGS Group (SGS SA) 

 

 

 

Jack Zhang 

EMC Laboratory Manager 

  

2017-09-28   

 SGS-CSTC Standards Technical Services Co., Ltd. 

Shenzhen Branch 

FEDERAL COMMUNICATIONS COMMISSION 

Designation Number: CN1178.  

Test Firm Registration Number: 406779 
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Model No.: 
     DH-IPC-HFW5831EP-ZE, DH-IPC-HFW5231EP-ZE-27135, DH-IPC-HFW5231EN-ZE-27135,  

IPC-HFW5231EP-ZE-27135, IPC-HFW5231EN-ZE-27135, DH-IPC-HFW5231EP-ZE-0735,  
DH-IPC-HFW5231EN-ZE-0735, IPC-HFW5231EP-ZE-0735, IPC-HFW5231EN-ZE-0735,  
DH-IPC-HFW5231EP-ZHE-27135, DH-IPC-HFW5231EN-ZHE-27135, DH-IPC-HFW5231EP-ZE,  
DH-IPC-HFW5231EN-ZE, IPC-HFW5231EP-ZE, IPC-HFW5231EN-ZE, DH-IPC-HFW5231EP-Z5E,  
DH-IPC-HFW5231EN-Z5E, IPC-HFW5231EP-Z5E, IPC-HFW5231EN-Z5E, DH-IPC-HFW5231EP-ZHE, 
DH-IPC-HFW5231EN-ZHE, IPC-HFW5231EP-ZHE, IPC-HFW5231EN-ZHE, DH-IPC-HFW5231EP-ZE-0560, 
DH-IPC-HFW5231EN-ZE-0560, IPC-HFW5231EP-ZE-0560, IPC-HFW5231EN-ZE-0560,  
DH-IPC-HFW5231EP-Z12E, DH-IPC-HFW5231EN-Z12E, IPC-HFW5231EP-Z12E, IPC-HFW5231EN-Z12E, 
DH-IPC-HFW5431EP-ZE-27135, DH-IPC-HFW5431EN-ZE-27135, IPC-HFW5431EP-ZE-27135, 
IPC-HFW5431EN-ZE-27135, DH-IPC-HFW5431EP-ZE-0735, DH-IPC-HFW5431EN-ZE-0735,  
IPC-HFW5431EP-ZE-0735, IPC-HFW5431EN-ZE-0735, DH-IPC-HFW5431EP-ZHE-27135,  
DH-IPC-HFW5431EN-ZHE-27135, DH-IPC-HFW5431EP-ZE, DH-IPC-HFW5431EN-ZE,  
IPC-HFW5431EP-ZE, IPC-HFW5431EN-ZE, DH-IPC-HFW5431EP-Z5E, DH-IPC-HFW5431EN-Z5E,  
IPC-HFW5431EP-Z5E, IPC-HFW5431EN-Z5E, DH-IPC-HFW5431EP-ZHE, DH-IPC-HFW5431EN-ZHE, 
IPC-HFW5431EP-ZHE, IPC-HFW5431EN-ZHE, DH-IPC-HFW5631EP-ZE-27135, DH-IPC-HFW5631EN-ZE-27135, 
IPC-HFW5631EP-ZE-27135, IPC-HFW5631EN-ZE-27135, DH-IPC-HFW5631EP-ZHE-27135, 
DH-IPC-HFW5631EP-ZE-0735, DH-IPC-HFW5631EN-ZE-0735, IPC-HFW5631EP-ZE-0735,  
IPC-HFW5631EN-ZE-0735, DH-IPC-HFW5631EP-ZHE-0735, DH-IPC-HFW5631EP-ZE,  
DH-IPC-HFW5631EN-ZE, IPC-HFW5631EP-ZE, IPC-HFW5631EN-ZE, DH-IPC-HFW5631EP-ZHE,  
DH-IPC-HFW5631EN-ZHE, IPC-HFW5631EP-ZHE, IPC-HFW5631EN-ZHE, DH-IPC-HFW5631EP-Z5E, 
DH-IPC-HFW5631EN-Z5E, IPC-HFW5631EP-Z5E, IPC-HFW5631EN-Z5E, DH-IPC-HFW5631EP-Z5HE, 
DH-IPC-HFW5631EN-Z5HE, IPC-HFW5631EP-Z5HE, IPC-HFW5631EN-Z5HE, DH-IPC-HFW5831EP-ZE-2712, 
DH-IPC-HFW5831EN-ZE-2712, IPC-HFW5831EP-ZE-2712, IPC-HFW5831EN-ZE-2712,  
DH-IPC-HFW5831EP-ZE-0735, DH-IPC-HFW5831EN-ZE-0735, IPC-HFW5831EP-ZE-0735,  
IPC-HFW5831EN-ZE-0735, DH-IPC-HFW5831EP-ZHE-0735, DH-IPC-HFW5831EN-ZHE-0735,  
IPC-HFW5831EP-ZHE-0735, IPC-HFW5831EN-ZHE-0735, DH-IPC-HFW5831EP-ZHE-2712,  
DH-IPC-HFW5831EN-ZHE-2712, IPC-HFW5831EP-ZHE-2712, IPC-HFW5831EN-ZHE-2712,  
DH-IPC-HFW5831EP-ZE, DH-IPC-HFW5831EN-ZE, IPC-HFW5831EP-ZE, IPC-HFW5831EN-ZE,  
DH-IPC-HFW5831EP-Z5E, DH-IPC-HFW5831EN-Z5E, IPC-HFW5831EP-Z5E, IPC-HFW5831EN-Z5E, 
DH-IPC-HFW5831EP-Z5HE, DH-IPC-HFW5831EN-Z5HE, IPC-HFW5831EP-Z5HE, IPC-HFW5831EN-Z5HE, 
DH-IPC-HFW5831EP-ZHE, DH-IPC-HFW5831EN-ZHE, IPC-HFW5831EP-ZHE, IPC-HFW5831EN-ZHE, N65CB5Z, 
N25CB5Z, N45CB5Z 

This is the result of test, that was carried out from the submitted type-samples of a product in conformity with the specification of the 

respective standards.  
 

 

 

 

 

 

 

 

 

 

This verification is only valid for the equipment and configuration described, in conjunction with the test report detailed above.  

 

.Member of the SGS Group (SGS SA) 

 

 

 

Jack Zhang 

EMC Laboratory Manager 

  

2017-09-28   

SGS-CSTC Standards Technical Services Co., Ltd. 

Shenzhen Branch 

FEDERAL COMMUNICATIONS COMMISSION 

Designation Number: CN1178.  

Test Firm Registration Number: 406779 


