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HAC-ME1800TH-PV-0360B
Tubular HDCVI 4EN1 4K dWDR IR80m 3.6mm Disuasién activa IP67
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Caracteristicas Productos Alternativos

HAC-ME1239TH-A-PV-0280B
- Resolucién hasta 4K@25IPS.

- Optico Fija de 3.6mm (87°x47°x104° (HxVxD)), F2.0. Accesorios
- Opciones de salida de video de HDCVI, AHD, HDTVI y CVBS por un puerto BNC. PEA130-E
- Disuasion activa con luz roja y azul, sirena e interfaz de salida de alarma. PFA13G

- Alimentacién / Consumo: 12Vdc (Max 8.5W IR on).

- Dimensiones y peso: 240.7x®90.7mm / 0.44Kg.

https://www.ibdglobal.com/shop/product/hac-me1800th-pv-0360b-tubular-hdcvi-4en1-4k-dwdr-ir80m-3-6mm-disuasion-
activa-ip67-17827
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https://www.ibdglobal.com/shop/product/hac-me1239th-a-pv-0280b-tubular-hdcvi-tioc-4en1-2m-1080p-wdr-iluminacion-dual-led40m-ir40m-2-8mm-ip67-audio-mic-e-s-17554
https://www.ibdglobal.com/shop/product/pfa130-e-caja-conexiones-impermeable-para-hfw4-5-6-10-11-hdw1-2-4-5-6-7-8-2850
https://www.ibdglobal.com/shop/product/pfa13g-caja-de-conexiones-para-hac-hdw1xxxsl-12670
https://www.ibdglobal.com/shop/product/hac-me1800th-pv-0360b-tubular-hdcvi-4en1-4k-dwdr-ir80m-3-6mm-disuasion-activa-ip67-17827
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